The BEST we could offer

- Large LCD digits, clear, easy-to-read at any angle
- C° / F° button switches your readings from Celcius to Fahrenheit
- Smooth Key pad (No protruding buttons) will wipe clean easily

**Wide Temperature Range:**
-120° to 1999° F

**Extensive Memory Functions:**
Recalls the highest or lowest reading taken at a touch of a button

**Hold Key:**
Freezes display

---

### PART # | DESCRIPTION | PRICE
---|---|---
874F | K-type Thermometer (only) | $202.00
911B | K, J & T-type Thermometer (only) | $295.00
8204 | Rubber boot and belt clip | $25.00
8660 | Tilt stand, belt clip, probe holder clip for 874F | $19.00
8713 | General Purpose Probe Response Time: 3 sec | $95.00
8715 | Surface Probe Response Time: 8 sec | $125.00
83115 | FAST-Response Open-Tip Surface Probe Response Time: 3 sec | $232.50
8714A | Penetration Probe (Plastic Melt) Response Time: | $154.00

---

**New Pricing Effective 1-23-2019**

- Large LCD digits, clear, easy-to-read at any angle
- C° / F° button switches your readings from Celcius to Fahrenheit
- Smooth Key pad (No protruding buttons) will wipe clean easily

**RANGE**
-40° F to +950° C
-120° to 1999° F

**RESOLUTION**
0.1° C & 1° C
0.1° F & 1° F

**ACCURACY at ambient**
±0.5% Full Scale
±0.5° C or ±1° F

**temperature**
(25 C/77 F)

**Battery type/life**
9 volt battery
350hrs continuous use

**DIMENSIONS**
6.3” x 2.7” x 1.2”

**WEIGHT**
7.5oz.

---

5 Styles of Probes to choose from to suit your needs