1" DUOFLOW ALUMINUM MANIFOLDS

Model Number

8SDA - 16 - 3 - 13 - YZ - NA-H3

Supply Threads
NPT
British Parallel
British Taper

Total Number of ports
4 to 24

Ports Size
1/4” NPT(F)
1/4” BSPP(F)
1/4” BSPT(F)
3/8” NPT(F)
3/8” BSPP(F)
3/8” BSPT(F)

Option Brass Fittings
NPT threaded manifolds only
Omit suffix if no fittings are needed

NA-H2 Hose Barb for 1/4” ID hose
NA-H2 Hose Barb for 3/8” ID hose
NA-H4 Hose Barb for 1/2” ID hose
NA-Q2 Quick Connect Plug 1/4” ID (200 Series)
NA-Q3 Quick Connect Plug 3/8” ID (300 Series)
NA-Q4 Quick Connect Plug 1/2” ID (500 Series)

Port Locations
Left & Right 45°
Left, Center & Right

NOTE: For 3/4” and 1” Manifolds, use port location 1 & 3 or 0, 2, & 4 in combination for proper port spacing. See diagram below. Manifolds with port locations 1&3 are stocked.

Stocked 1” NPT Manifolds

<table>
<thead>
<tr>
<th>Model</th>
<th>Port Size</th>
<th>Total Ports</th>
<th>Ports Per End</th>
<th>A</th>
<th>B</th>
<th>C</th>
<th>D</th>
<th>Length L</th>
<th>Weight</th>
</tr>
</thead>
<tbody>
<tr>
<td>8SDA-8-3-13YZ</td>
<td>3/8” NPT</td>
<td>8</td>
<td>4</td>
<td>32mm</td>
<td>32mm</td>
<td>47.6mm</td>
<td>57.2mm</td>
<td>184</td>
<td>1.1</td>
</tr>
<tr>
<td>8SDA-12-3-13YZ</td>
<td>NPT</td>
<td>12</td>
<td>6</td>
<td>1.25”</td>
<td>1.25”</td>
<td>1.875”</td>
<td>2.25”</td>
<td>248</td>
<td>1.4</td>
</tr>
<tr>
<td>8SDA-16-3-13YZ</td>
<td>NPT</td>
<td>16</td>
<td>8</td>
<td>1.25”</td>
<td>1.25”</td>
<td>1.875”</td>
<td>2.25”</td>
<td>311</td>
<td>1.7</td>
</tr>
</tbody>
</table>